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Module 3

Modulation



Modulation

Motivation

Many modulation formats
PSK, FSK, ASK, QAM

Important criteria

Spectral efficiency
BER vs. SNR
Complexity (Cost)



Demodulation / Detection

Two types

Coherent detection
phase of the carrier known to the receiver
optimal receptor: correlator
Gaussian noise

Noncoherent detection
carrier phase unknown at receiver

optimal receiver : power detection
(envelope detection)

non-Gaussian noise



Topics covered

Modulation formats (Sec. 4.2)
Decision regions for Coherent detection (Sec. 4.3, 4.4)

Probability of error & the union bound
(course notes, Sec. 4.7.1, 4.7.3, 4.8, 4.9)

Noncoherent detection &
Probability of error for DPSK and M-FSK
(Sec. 4.5.1-4.5.3, 4.7.4-4.7.6)

Minimum spacing for M-FSK (Sec. 4.5.4)
Gray code (Sec. 4.9.4)



Signal space

Binary case
Signal space - with good normalization
Distance between the two bits
Probability of error

M-ary Case
Signal space
Distance between symbols



OOK vs. BPSK

OOK: s,(f) NRZ, s,(t) =0

s




Error probability

BER

Error probability for BPSK and OOK

signal-to-noise ratio
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Modulation formats



Digital -
[:ommumcaunns

Topics covered, Part 1

Modulation formats (Sec. 4.2)



Carrier

Base band
NO carrier
positive frequencies bandwidth

Pass band

with carrier
bandwidth twice the base band



Modulation

Reasons for carrier modulation
Antennas, FDMA, etc.

Signal space analysis
Valid for carrier modulation
Basis vectors take into account modulation

Often w,=cos(®yt) v, =sin(wyt)
Parties in-phase et quadrature



2 dimensional space no matter how many

bols you have
PSK o

Phase shift keying S(t)z\/%os(a)ot+¢i(t)) 0<t<T

27n

Typically — i=L2,
@energy/symbol @symbol time
Typically w, =cos(w))  w,=sin(wy)

Example: Antipodal (BPSK)

X X
~JE, JE,



Same distance from
origin for the entire
constellation

Impact of larger M???




espace de dimension M

FSK

Frequency (;)= |22 cos(wr+0) 0<i<T
shift keying ) \/? (o)

w; are M distinct frequencies
E energy/symbol, T symbol time

M

"ypically { w, =cos(w) }1_:1 0 =0
'ypically M is a power of 2




Number of
frequencies M

Dimension of space is

Impact of larger M
277?



ASK = PAM

Amplitude shift keying

s, ()= ‘/% coswt i=12,--M

ypically discrete levels
Example: OOK
Not high performance, so less popular




One dimensional space no matter the

QASK number of symbols

X X

~JE, JE,

X X X X
3JE /5 -JE/5 \JE/5 3JE/5
X X X X

-3\2E, /5 —\2E,/5 2E,/5 3\2E,/5

Symbols are NOT at the same distance to the origin
Impact of larger M ?7??



2 dimensional space no matter how many
symbols you have

APK or QAM

Amplitude-phase modulation or
Quadrature amplitude modulation

s, ()= \/?cos(a)ot+¢i (1) i=12,-M

Discrete levels
Very BW efficient

w, = cos(w,t) w, =sin(w,)

unequal energies



QAM
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Plan

Modulation Scenarios
PSK Binary
FSK M-ary
ASK Coherent detection

QAM Noncoherent detection



Part 1

Modulation Scenarios
PSK Binary
FSK
ASK Coherent detection
QAM

Error probability already calculated
with signal space analysis



Coherent detection

Definition

Modulations that use

PSK, FSK

Form of receiver for binary case

Reference
signal
51 (t) - Sz(t)

r{t)—%——J

2(T) = 3,(T) + ng(T)

Decision
stage

o o




Part 2

Modulation Scenarios
PSK
FSK M-ary
ASK Coherent detection
QAM

Error probability will be calculated with
the union bound



Part 3

Modulation Scenarios
PSK Binary
FSK

Noncoherent detection

Error probability will be calculated with
non-Gaussian noise
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Manipulations in signal space

quaternary examples



Signal space

Symbols, received signal, and noise
Vectors in an orthonormal basis
Collection of basis vectors y;
Example

Modulus squared of vector
Signal energy



How should we look at these geometries?

Examples

VE XS, :<3 vE, | :(2
s, 8, s,
—¢ —— 3~ L '
b/ +vE, VE, -vE, vE,
X —~NE} X
() (b) (©)
@Eﬂ( s,
8,
2VE X8, X
ig 2 8,
- ‘J2_EL ‘Jé\_Eb
~2E, X 8, s, s,
xi LV

2VE,
(@



Examples - antipodal, BPSK

VE XS, :<3 {E',,L :(2
s, 8, s,
M + n |
—E, +VE, ; VE, -vE, VE,
s, s
X -vJEf X
(2) (b) ()
@E’J( s,
8,
2VE X8, X
13-3 s,
—'JZ_EL 'Jé\_Eb
- 251,3( 8, Xi4 :{1

2VE,
d ()



Examples - orthogonal, BFSK

‘IE 82 :(3 \I—E—tL :(2
s, 8, s,
— + 4*__ L 1
—{E_b +@b _ \[_E—.b =~NE, VE.
s, s,
X —JEf X
(a) (b) ()
@Eq“z
8,
2VE X 8, X
t!-z 8,
"\l’é_EL 'Jé\_b
~V2E X 8, xi: ;{
2VE.

(d) (¢)



Examples - antipodal, QPSK

VE XS, s, JEL .
s, 8, s,
¢ > — L '
& +E, EE \f
X —Ef ;
(a) (b) ()
@Eﬂ( s,
8,
2VE X8, X
t!-z 8,
"\lzhEL */é\_Eb
~V2E, X 8, s, 8,
X— Ty
2VE,

(d) (¢)



Examples - orthogonal, QPSK

VE XS,
s, 8, s,
—¢ —5¢— e
—E, + \{Eb \/_E;
(a) (b) ()
@Eﬂ( s,
8,
2VE X8, X
t!-z 8,
- \12_51, */é\_Eb
~V2E, X 8, xi‘ ;é
2VE,

(d) (¢)



Examples - rotation

VEXS, R

b b
(@)
“-IIIII...
““‘ ......
* r r—
0‘ 2E <32 ’0
b ‘.
*
*
A
.
L)
-
8’3‘ 8, .
e >— -
V2E, V2E, :
N
L
L4
L4
L4
.0
. - ‘2553( 84 ’0'
*
’0.. “‘O

(b

 J

L J

L ]

[ ]
8, :
N N
Fa Nl
VE &

| |
b ow

L !

.

.

L )

L 3

*

*

*
*
*
*

pEEEEE gy,
e [
o L&

R 3 Yo
.

X 1E

A

X
|
il

8,

2VE X 8, X
8, 3{

R— 3¢

2VE,
(¢)



Examples - translation

VE XS, :<3 vE, | :(2
s, 8, s,
¢ —¢— > . :
B {E_b + \{Eb {E; : - JEb \{Ee
s, s,
x - Eb B X
(a) (b) (©)
JEE',% s, .
) 8,
2\@_‘;:33 X
i, 2 8, s
~V2E, V2E,
1
~V2E, X 8, xi‘ ;é
“0 2 \[Eb
(@)

>
*
*
*
*
*
(c) ,“‘
Eemce=nn®



Binary examples - Chapter 3

Antipodal OOK
| |
X I X U X I X Y
_\/Fb : \/ET) 0 : 2Eb
D=2.JE, D=J2E,
D D
e mj e mj

:Q\\/zEb/No) :Q( Eb/NO)



Binary examples (2)

BPSK BFSK
l JEX
X : X v e
_\/E7b | \/E7b d Xy,
E
p=2E, vl B
P.=0(\2E,/N, D=J2E,




normalization is critical !

Minimum distance

Definitions D, ., =min -
2F,

i#k
closer signals => more errors

Average energy
M

E =E,, = %ﬁ:”sluz = ﬁZ[energy of signal |

i=l1

Energy per bit vs. energy per symbol
E, log, M =E




Examples

) 5 8,
.l =15 = £, , . .
—¢ — —
S, =—§, —J—E_b +\@b \/_E;
Emoy:Eb Dmin:2\/lz‘b
(a) (b)
@Eﬂ( s,
2VE X8,
113 8,
"\lzhEL */é\_Eb
~V2E, X 8, 84
xi

normalization is critical !

8,
X E} 5
—VE, VE,
s, s,
X —~NE} X

(©)

8;

X

84

(¢)



2 2
=l =5 s Ls,

Examples ., , , ;¢

D=2 &
s, 8
—¢ ——
-+E, +vE,
— Eb B
(a) (©)
V2E X 8,
8,
2VE X8, X
i’ 2 $
2, V2E,
~2E. X 8, e o,
2VE,

(d) (¢)



moy

Is.| =2E, E,=E,, /2 s Ls,Ls, Ls,
S, =

Examples E

D, =2JE, VE XS,
s, 8, Duin =~2E,
—¢ ——
-E, +VE,
(a) (b)
V2E X 8,
s,
2VE X8, X
ig 2 8,
-‘J2_EL ‘\I2_Eb
~V2E, X 8, xi‘ ;é
2VE,

(d) (¢)



Examples

D, =24JE,
s,
_{E_b
¥
-‘J2_EL
~\2E, X 8, xﬁ 8,

(d) (¢)



Rotation - no change

D, =2\,

s,

_7—,::[7

e
"\lzhEl. */2_Eb ) :
Is| =2E, E,=E,, /2 s Ls,Ls, s,
~V2E, X 8 _ _
T8 $;=78; §, =8,



Translation — we have to re-normalize

D, =2JE, VE X 8,
'2 s1 Dmin = 2Eb
—¢ ——
b/ +vE,

(a) (b

E,, =Y%(0+4E, +4E, +8E,)
=4F, > E,, #2E, !
2E, aulieude 2,/E,

(¢)



Translation — we have to re-normalize

D, =2\, VE X 8, % JE} ¥ I 5 7
8, s, D, =\2E, s, min ~ <V b
¢ —>¢ > L
b/ +vE, VE, -vE, vE,
8, s,
X —~NE} X
() (b) (©)
8,
2E, 8 X
E,. =%(0+2E, +2E, +4E,) ’
moy b b b D L ZE
min b
= 2F, |
$4 8,
xi Sy




Translation — we have to re-normalize

D, =2JE, VE XS,
s 8, Dy, =\2E, s,
—>¢ —¢ >
—VE, +VE, VE,
() (b)
(8
2F, <%

E,, =Y(0+2E, +2E, +4E,)

=2F,

s, 8,
X VEI X e
Dmm — 2 Eb
-E, VE,
8, s,
X —NEF X
(©)
8,
X
D —

2E,

min



“Best” Translation

minimize E,



Examples

8, )
iy VEXs X E} X
Dmin ] 2 Eb 1 5
L] 3 ] T
-+VE, +@b \[_E; ~VE, VE,
_ X —VE} X
min 2Eb
(@) (b) (c)
V2EX 8,
s
Dmin B 2 Eb 2Eb 8 ;
: y
~\2E, \ZE,
~BEXs, I 5
2Eb
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Test statistics



Challenges for M-ary cases

Choosing the symbol
MAP most probable (a posteriori), and

C
C

ML most i
etermines t
etermines t

Ana

yzing the

kely
e form of the receiver
he decision algorithm in the receiver

verformance

exploit the results for the binary case
exploit the geometric interpretation of the receiver



Recelivers

Maximizes a posteriori probability
(with a priori information)

i that minimizes 2 B NO In P (Sl- )

r—s,

Maximizes the likelihood ratio
i that minimizes o)

r—s,




Recelivers

MAP

2
i that minimizes Hl’ =S| — No lnP(Si )

Hr”2 —2<r,si>+ S ’ - N, lnP(si)

ML

2
[ that minimizes Hl‘ — . H

el =2{r,s,)+ .|



Recelivers

HrHZ —2<r,si>+ Hsin ~ N, InP(s;)

Reference
signals

One branch for each

of M symbols

r(t)=s;(t) + n(t) —ag

s1(t)

i
z1(T) = jo r(t)s1(E)dt

-
o

Decision
stage

o

spr(t)

[S

230(T) = J‘:r(t)sM(t)dt

{a)

e
-

Comparator
selects s;(t)
with
max z;(T)

—$; ()




HrH2 —2<r,si>+ Hsin ~ N, InP(s;)

Reference
signals
s1(t)

o

r(t)=s;(t) + n(t) —ag

Recelivers

One branch for each
of M symbols

Decision
stage

i
z1(T) = jo r(t)s1(E)dt

-
o

spr(t)

One branch for each
of N basis vectors
N<M

r(t)=s;(t) + n(t) —{e

N<M

&

230(T) = j:r(t)sM(t)dt

Reference
signals
y(f)

\ i

{a)

2(T) = jOTr(t)wt)dt

Comparator
selects s;(t)
with
max z;(T)

—$; ()

Decision
stage

.
-

7%
S jo r(Own(E)dt

Logic circuit
selects s;(¢)
whose
components
a;; best
match
{z;(T)}

e §; (1)




HrH2 —2<r,si>+ Hsin ~ N, InP(s;)

Reference
signals
s1(t)

Recelivers

M correlations via
integrals

T

r(t)=s;(t) + n(t) —ag

i
z1(T) = jo r(t)s1(E)dt

Decision
stage

spr(t)

(r,8,) = r(e)s,(1)dt

N (<M) correlations to
find {r}

N
<r’si> o ersiaj r(t) = s5;(t) + n(t) —1
J=1

N<M

&

230(T) = J‘:r(t)sM(t)dt

-
o

Reference
signals
y(f)

{a)

g
7(T) = jo r()y(e)de

\ i

Comparator
selects s;(t)
with
max z;(T)

—$; ()

Decision
stage

7%
S jo r(Own(E)dt

Y

Logic circuit
selects s;(¢)
whose
components
a;; best
match
{z;(T)}

e §; (1)




Recelivers

n

|r—s,]
j=1

One branch for each

of N basis vectors
N<M

r(t) = s;(t) + n(t) —{

N<M

= Z(’”j RN, )2

neigreice
signals
(21¢3)

|

24(T) = jOTr(t)w(t)dt

Decision
stage

U jOTr(t)WN(t)dt

Y

(b)

Logic circuit
selects s;(¢)
whose
components
a;; best
match
{z;(T))

5 (1)




Receiver vs. modulation format

MPSK
two branches: in-phase et quadrature

MFSK
M branches: one for each symbol
basis vector = symbol
orthogonal modulation
QAM
two branches: in-phase and quadrature



orthogonal modulation

Reference

- signals
Recelvers T
jT 2T = [ ritisiinde stage
MFSK , : -
One branch foreach. . | [ . soettoatt | _ .,
M Sym bOlS sut) : me\lly(l;?(T)
% 2D = jOTr(t)SM(t)dt
| jo .
orthogonal modulation
Two branches s T Dacisor
l - z1(T) = Jo r(ty(t)de stage
QAM JO ] Logic circuit

MPSK

non-orthogonal modulation

r(t) =s;(t) + n(t) ——9

sin( ar)

zn(t) = jOTr(t)sz(t)dt

selects g;(¢)
whose
components
a;; best
match
iz;(T))

5 (1)
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Decision regions



Digital -
[:ommumcauons

Topics covered, Part 1

Decision regions for Coherent detection (Sec. 4.3, 4.4)



Decision algorithms

Geometric interpretation
To reduce the complexity of the decision algorithm
To provide an intuition of how the receiver works

i that minimizes ,
|r—s,|

Equivalent to choosing the nearest symbol
Regions can be determined in advance to simplify the receiver



How to choose the nearest symbol directly from
vector received?

Decision regions

\\
/
A N ,
S1 N //
> ’
/
\\ /
VAR
s, N
/
/
/
/
/
» /
<
/|
/
/
/
/
/
/
/
/
S, ;
/
v //
, v

Constellation (equal energies) Perpendicular bisector
between s, and s,



Decision regions

v

perpendicular bisector
between s; and s,

perpendicular bisector
between s, and s;



How to choose the nearest symbol directly from
vector received? = regions

Decision regions

bissecteurs perpendiculaires régions



M-PSK




MPSK receiver

r{t) —4

Yqlt) = \/—2:1_j cos wgt

' [ 2 .
Yolt) = T sin wpt

Sy
x=|
“ 0

]

B

f(tNl'] (t) dt

2
calculate “l' -8, ||

Choose
smallest

—— gi(ﬂ

f

-T
r{t)yo(t) dt
0




MPSK receiver

r{t) —4

Yqlt) = \/—2:1_j cos wgt

' [ 2 .
Yolt) = T sin wpt

X = ] r(t) 4 (1) de
2 0

s

;[ @ Compute
| ¢, — 9|

Y
arctan —i ]

Y= rtygltdt
“0

Choose
smallest

—— gi(ﬂ




X

MPSK receiver

X
Yqlt) = \/—2:1_j cos wgt

X = ] r(t) 4 (1) de
2 0

J"T X
a l
——y ~
Y ¢ \\pH I/ H -
rit) — e 2 . arctan — b—= slicer”, i.e., compare with > (1
Yolth = T sin wpt "X thresholds s

Y= gyl dt
“0



Challenges for M-ary cases

Analyzing the performance
exploit the results for the binary case
exploit the geometric interpretation of the receiver



binary case

P_ from the signal space

What can we learn from the binary case?
Signal space: two points

X X \j

Sy S,

2]



binary case

Decision regions

l»
2




binary case

Receilved vector

r

1o
2




binary case

Noise contribution

Region two = choose s,, no error

r

X o




binary case

Another possibility

Region one = choose s,, error

r

X o




binary case

Errors

When does an error occur?
When the noise vector exceeds the bisector ...

>l -sl=5
1 2 1 2 2

$4
X




How to calculate P, for the M-ary
case now that we have the
decision regions?



Minimal distance

D .
Si o SkH dmin — 2H;1
b

Definition p  —min

min :
i#k

closer signals => more errors
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Union bound



Digital -
Communications

Topics covered, Part 1

The union bound & the probability of error
(course notes, Sec. 4.7.1, 4.7.3, 4.8, 4.9)



QPSK

Decision regions — four quadrants



Union bound

pe = PlDeS,US;USy s sent(

Sax .I' x S4 S, « S4
33X X 34 S3 X s4
4 decision regions error region when

$; was sent



Union bound

2Xx

P> (Sz ChOS€n|S1 Sent) p2(84 (:hosen|s1 sent)

— P(r & S1|Sl Sent) = P(l’ & S1|Sl sent)

only s, and s, exist only s, and s, exist



Union bound

P(r ¢ Ss, sent)

= p, (s3 chosen‘s1 sent)

only s, and s; exist




Union bound

3 I
?\\\ 1time\\\§

/ B \ X
7 2times %/
SEREREEEE7 N 1 time \
%/////A\\\\\§
% 7 2t me% \

Y,

)

\\\

< pz(s2 chosen|s, sent

)
+p, (s3 chosen|s, sent)
)

+p, (s4 chosen|s, sent




Union bound

< pz(s2 chosen

+p, (s3 chosen

+p, (s , chosen

H.:;; \\\ S

[,
‘\\‘
A

o 1time |

\\\
2NN\

P (OPSK) = ZQ[

2E,
NO

J



Approximation from the
Union bound

\\\‘\
/{

S

S lim

72\

72

N

p, < pz(s2 chosen|s, sent

)
+p, (s3 chosen|s, sent)
)

+p, (s4 chosen|s, sent

P (OPSK) z2Q[ %)



Union bound

Error probability dominated by the

nearest points
min E
Q(\/Tj _ Q( min NO ]

Kis the number of pairs of symbols
separated by the minimum distance D_.

min



QPSK

p 2K
M
@E‘*sz
[ )mm — 2 \/ E/*
S 2 8.
—€ >
~V2E V2E
"Jﬁ)\(&




QPSK

Error probability coming from the union bound

P (OPSK) < ZQ( 2}? j+ Q(Z\/%j

Approximation

P.(QPSK) ~ 2Q( 2]51? ]

0

Exact error probability

oo o




QPSK

0dB

0.15963807454081

P (OPSK) < 2Q( 2]\?7

0.15729920705029

P.(OPSK) = 2Q( 2}5) j

0

0.15111344691562

P (OPSK) :2Q( 2L, j

NO




QPSK

SdB 10dB

0.01190797987629 | 0.00000774421643

PQ(QPSK)ng( 2]\?’ +Q[2\/%)

0.01190773429556 | 0.00000774421643

0.01187228576154 | 0.00000774420144

Pe(QPSK)=2Q[ ij—Qz[ 2]5]




Union bound

Error probability coming from the union

bound
min E
Q(\/Tj_ Q( min NO ]

Kis the number of pairs of symbols
separated by the minimum distance D_.

min
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M-PSK Case



Digital -
[:ommumcauons

Topics covered, Part 1

Decision regions for Coherent detection (Sec. 4.3, 4.4)






M-PSK







M-PSK




M-PSK

min

/2

7 side opposite

SIn— =
M hypotenuse

_Dmin/z_ Dmin

Ji T 2yE

. T
D_. —281DM\E

T
=2sin—./E, log, M
M\/ » 108,



M-PSK

2K [ D
])e Q min
M [ 2N, ]

D =2JE sin%
7T

= 2\/Eb log, M sinﬁ



M-PSK D, =2.JE,log, M Sm%
2K D
P ~N — min
7 Q(m )

: 2F log, M
R T
0



MPSK receiver & P_
Yqlt) = \/—z:ricos wgt

-7
X=|  r(thyy(0 dr
-0

Jo
s

[ @

rit) —4¢ 2 . tan — F— P e —— 5.1
( Yolty =/ = sin wot arctan X | ¢; — @ | smallest Si

b ]

Y= rtygltdt
0

P (M) z2Q(\/2Eb lz\ofgzM sin 2

M
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M-FSK Case



Digital -
[:ommumcauons

Topics covered, Part 1

Decision regions for Coherent detection (Sec. 4.3, 4.4)



1/27]Ecc)s(a)it+¢9) 0<¢<T
2
W, = \/;cos(a)l.t) 0=0

boundar

ith element



M-FSK
gi:[O---\/ES---O] ik:[o...\/a...o...o]

s (350, =5, = T ~VEE, =,

J

All symbol pairs are at the minimal distance

M M! M(M-1)(M-2)! M(M-1)
K:(zj:(M—z)!zzz (M-2)12 2




M-FSK

D,y =3, = 5,|=2E, =\2E,log M K- M(]‘;—l)
Pzz—KQ Doy Pe(MFSK)zzM(M_l) (\/EJ
M =| 2N, 2M N,
[ [E
=(M-1)0| |==
oa-ng| [5




MFSK receiver & P,

r(t) = si(t) + n(t) —

Reference
signals
s1(8)

Decision
stage

T
z1(T) = IO rit)s(t)dt

o

sp(t)

-

Comparator
selects s;(f)
with
max z;(T)

T
(T =J' r(t)spy(t)dt
0

P

|

—8;(1)

P (MFSK)~(M-1)0

E, log, M




BER curve

Typical behavior

Error probability
versus SNR

Py

172

ideal

/ curve

Typical Pg versus E,/Nj curve

/Direction of
movement for Py

improvement

Ep/Ng (dB)

Shannon

/ limit

-1.6 dB




Orthogonal
M-ary

7~ X\

E, log, M
NO

20

Ep/Ny (dB)




Non-orthogonal M-PSK

(M)zzQ(\/2Eblog2M “in ﬂj

N, M

Bit error probability, Pg(M)

10—5 | h |

-10 0 10 20
Ep /Ny (dB)

30
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QAM

Chapter 9, section 9.8.3



Digital -
[:ommumcaunns

Topics covered, Part 1

—_ = o et e

Decision regions for Coherent detection (Sec. 4.3, 4.4, 9.83)



Rectangile

@

(1,7)

/I\
{P
vV

(4,4)

M=4

M=8

(1,3)

Rectangle

Triangle

o]

e

T O
AN
L

(5,11) (4,12)

©

©)

(8,8) ‘1,5,10)

or

Hexagonal

M=16



Average energy

Average energy

1 M

E =E _ 1 3 S, " =— [énergie du signal i
g =1 M 5

Energy varies from symbol to symbol for QAM

& &P

Hexagonal
M=16&




Coordinate systems

Signal space

Normalization to ensure the distance to the
origin corresponds to the signal energy

I/Q space
Simple coordinates for chosen geometry

Difference between these spaces...
... @ hormalization



Example: QPSK

[—\/Es/2éfs/2] 1 HEéﬁlJEs/ﬂ [_1;12] [192
D i = \/E X
=2-2E,
- 2\/57
s S4 S5 S4
ER-JER] T [VE2.~JE]2] [-1,-1] [1,-1]




1/Q space

MQAM — arbitrary constellation
Re-normalization of the signal space

(/@ii,a,?)\/ﬁ(ai)z-;(agﬂ(a;,ag\)

coordinates, .
sional space coordinates,
S P I/Q space




Examples

16QAM
(1,1)(1,-1) (=1,1) (=1,-1) 4 points at distance /2

M=16

-0 -{-—@-—-—9
I |
: :
HrH
—
b--t-0-}-6-1--9
- |
|

&-—--0--1-0--———¢



Examples

16QAM BN o -~ o
(1,1)(1,-1) (=1,1) (=1,-1) 4 points at distance /2

T

(3,-1)(3,1)(-3,1)(-3,—1) 4 points at distance J10 T ! :
|
(-13)(1,3)(L-3)(-L-3,) 4 points at distance J10 :‘
.




Examples

16QAM
(1,1)(1,-1) (=1,1) (=1,-1) 4 points at distance /2
(3,-1)(3,1)(-3,1)(-3,—-1) 4 points at distance \/10
(-13)(L3)(L,-3)(-1-3,) 4 points at distance /10
(3,3)(3,-3)(~3,3)(-3,-3,) 4 points at distance /18

M=15
L 5 Bt scwk e alool | 9
: |
! I
¢----9-1-¢----4
1 A | !
] ! : i
> TR 0 TG S -
L |
‘---———I—-—T—-«l———---‘




Examples

16QAM

L,1)(1,-1)(-L1)(=1,—1) 4 points at distance J2
) (— —1) 4 points at distanc J10
)( — ) 4 points at distgnce \/ﬁ

: )( - ) 4 points at distance J18

(
(3.-
(-13
(3.3)

(3.1)
(L3)

3,-3)

1)
)
(

(-3
(1,-
(=3

16

n

=]

(a

1
n

) +(a2) =4x2+ 4#510+4x10+4x18

=160

160

M=16
,""___.——""--.—-—-—T
|
|
|
SN G N S ¢
—
""'_"'—'.-'-—h I-——‘——.,_.._.‘
B

|
b--—--0-1-o-—-4




L]
NS RIlk
R
f-f

Examples

160



Minimal distance

Distance between points
(1,1) and (-1,1) or

E E.

s (1,1) et ~1.1
10(’)e 10( 1)
Thus
D min — ES
10
Eb ES ES

> ——-0- *--I'—-—--T
i a
A
1 i ! I
gttty
| |
[ :
6—-—-——-—-——1 — -




Number K

Counting pairs at the minimal distance

./\
[ 24 pairs

b
D/

N

3 pairs times
4 rows =12

4 4 4
S *PageccCagaa=’®

()
v

3 pairs times
4 columns =12

@__® Co
°
°
°



P, of 16QAM

Union bound

2K D .
])ez_Q min
M (1/22\70}

_2x24 [ [2E5
16 2N,

=3Q[ vas j =3Q£

AE,
5N,

J



L°’=M Square QAM

For Square QAM
(ai,a,?) S {J_rl,ir3,---,ir(L —1)} L paire
The coordinates in signal space

3

\/Esz(ﬁ—l) (1-7)

Minimal distance

3 B 3 A~ |3E,log, L
2\/ES 2(1-1) _2\/Eb log, L 2(-1) _2\/ )



Iy :2\/3Eblog2L
min L2_1

L°’=M Square QAM

Number of neighbors at the minimal distance
L-1 pairs per row times L rows
L pairs per column times L-1 columns
Total of 2L(L-1) pairs

Estimate of the error probability

2L(L-1
P ~2 (2 )Q 3log, M E, _al1 1 0 3log, M E,
L M-1 N, JM M -1 N,




L°’=M Square QAM

Normalized minimal " :\/6log2L _ [3log, M

distance 2 —1 M—1

Estimate of the error probability

{0

a1 3log, M E,
-4 WJQ[\/ M-T N,

J




L°’=M Square QAM

Approximation (Union

1
Pe“““(l‘ﬁjQ

bound)

3log, M E,
M-1 N,

Exact result for rectangular case (square)

P=1-(1-P,)

e[

Digital Communications, Proakis
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Performance vis-a-vis QPSK



QPSK as a reference

Easy approach to compare modulation
formats

QPSK a reference

Quantification of loss against a well-
known reference



Union bound & QPSK

p 2K o Du | 2K, [E
M=\ 2N, | M N,

QPSK
P (OPSK)~ ZQ(

2Eb Dmin:
NO

2,
D min 2
2E, 2



MQAM receiver & P_

cos(@r)

Form of receiver ﬂ_é T A

sin( cor)

_ 2t = j{:‘rrﬂq;;z:.ndt
rectangular case (square) L6 k

S a5 (1)

el

l 2 L 6log, L
P =4 1-— d>. =t o 2
’ ( MJQE mm NO] dmln \/ Lz _1



Comparison

Cost of enlarging the constellation

QPSK dmin LZZ :\/Ez\/5

16QAM d_. (L \/67 \f \f J2

loss —101og10 R -4 dB

g :\/6log2L
min L2—1



QPSK vs. 16QAM

BER
=

| .
0 2 4 6 8 10 12 14 16 18
E /N, (dB)



Comparison

Cost of enlarging the constellation

6
QPSK i (L =2)=\ﬁ=ﬁ

64QAM ; ([=8)= /6>< / /

oss _10log,, 5 =8.4 dB

g :\/6log2L
min L2—1



QPSK vs. 64QAM

\ i ] | I | i I
6 8 10 12 14 16 18 20
Eb.fN0 (dB)



Comparison

Cost of enlarging the constellation

QPSK  din (L =2) =\E =2

mm \/ 255 \/25 \/ 255

loss —10lo —_13 3dB
£10 755

6log, L

loss in dB compared to QPSK
min \/ L2 _1



QPSK vs. 256QAM

BER

QPSK
256QAM |

10 12 14 16 18 20 22
E/N, (dB)

24 26



Example

QPSK needs 21 _9.9dB
NO

to reach P,=10"

256 QAM needs

Ly 9 9dB+13.3dB = 23.1dB

Ny



QPSK vs. 256QAM

107 bunenabion

QPSK |
256QAM |

07 Lol

1% Ny

10-5 E— |

BER

107 ??5155‘1??5%?5?5‘15&11?: L T I s, T D ——

107 IS TLIITHA, W L hh | ety 4 Oy ST T S i

107 ks e et s Ll h e e

10-9 55"-I‘EEEfE.IEEE‘I‘:-TTEEEEEEEE‘I e e e e e ?3§??'I?555‘15ji? P
KRR e ::I::‘:j T e T e e

99dB N * 16EbINO(dE:)8 ? 2§ 1d B *




2E, 343 2E VY33
3@
® v O
o = °
-3 -1 1 3
® -+ @ ® '~ ©
B 1
@ ® -+ ©
huit points, ou quatre points

a. Trouvez la distance minimale (D;,) et distance minimale normalisée
(dmin) pour le cas de huit (voir probléme 4b) et de quatre points.

b. Pour E,/N,=13dB =10log,,(19.95), trouvez la probabilité d’erreur

J1.27 =40.635-2 = —10log,, (0.635) =1.97 dB



BER

102

10'4 he

107°

10—1{]

QPSK




P, Square QAM

3log, M E,
M-1 N,

Union bound p z4(1—Lj
A )e
Per Sklar .2 (| 1), [Blog, M E,
chapter 9 - log, VM M
pp. 563-572

P. exact

P=1-(1-P) szzﬁl—ﬁjQ[\/(Mq) N,



Probability

of error

s - o I AP '.1I 1 i VR !I '.II- ; ;
I \ I-!.
= |II .!.:
13
\ '\
- | | | | I 1l |

4 6 8 10 12 14 16 18
E,/N, (dB)
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Examples



MPSK coherent receiver

— x=‘\: rithy, (1) drt
Form of —'@gggj

1 r(t) —+ B 2 . X > ompute - Choose
rece |Ve r vold = [ sinogr | T X K smallest




MPSK coherent receiver

Form of receiver

F.(M)

(M—I)Q[

ES
NO

Reference
signals
s1(2)

T
21(T) = jo r(Bsy(0)dt

——

rit)=s;() + n(f) —=9e
sp(t)

T
: 0

e

Ly

T
em(T) = jo r(Ospu(t)dt

Rt

E, log, M
NO

Comparator
selects g;(¢)
with
max z;(T)

- 5;(¢)




MQAM receiver & P_

cos(@r)

Form of receiver ﬂ_é -

: T
2y(T) = J ridyy(t)dt
0

sin( cor)

rectangular case (square) L&

T
2’_\.‘[! ) = j ri t'}ljj".'zg t h‘.ff
0

w@ﬁ;gmm)

general case

ol g

stag

Logic circu

whose

componen

a;; best
match
f

it
selects s;(t)

s —a

silt)



1.  Considérons la constellation 8QAM donnée dans la figure suivante.

1+\/§;
® '+ O
| | | o
~1-4/3 1 1 1++/3
® - O
—1—f!

a. Quelles sont les coordonnées des symboles (dans 1'espace du signal)

b. Trouvez la probabilité d’erreur en utilisant I’approximation venant de la borne
d’union.



4 de distance”
(ﬁ';: k7 ) it de Sous-total
P [’origine
(£1,£1) |4 2 8
s i
E_O;l e 03)) 4 |49243 | 164843

i[(ﬂi )2 +(ay )2] 24+8~/3=37.86

=1







K=12

SQAMZ R? ~

2-12
8

6 L,

3+\/§Nu

o

12758

0

3



® v O
o = °
-3 -1 1 3
® - O ® '+ O
b ’1
3@ ® -+ @
huit points, ou quatre points

a. Trouvez la distance minimale (D;,) et distance minimale normalisée
(dimin) pour le cas de huit (voir probléme 4b) et de quatre points.



:<3 \IEL :(2 D min
-VE, VE, dmm
s, s,
X —vNE} X




Considéerons la constellation 8QAM donnée dans la figure suivante.

1+\/§;
® '+ O
| | | o
~1-43 -1 1 1++/3
® - O
-1—f!

a. Quelles sont les coordonnées des symboles (dans 1'espace du signal)

b. Trouvez la probabilité d’erreur en utilisant I’approximation venant de la borne
d’union.
Asymptotiquement, est-ce que cette configuration a une meilleure probabilite
d’erreur que la constellation suivante? Pourquoi?




coordonnées de la constellation dans I’espace I/Q sont (£1, £1) (£3, £3) (0, £3)
(£3,0) (0,£5) (£5,0)

5e
() 30 ()
o1+ @

@ @ : o @
-5 -3 -1 1 3 5
-1+ ©
® -30 ()

5@

Trouvez
a. La probabilité d’erreur
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Noncoherent detection



Digital -
[:ommumcauons

Topics covered, Part 1

Noncoherent detection &
Probability of error for DPSK and M-FSK
(Sec. 4.5.1-4.5.3, 4.7.4-4.7.6)



Part 3

Modulation Scenarios
PSK Binary
FSK

Noncoherent detection

Error probability will be calculated with
non-Gaussian noise



Noncoherent detection

Definition
Modulations used
FSK: DPSK

Form of receiver

Correlation Squaring summation

o —N—,

—_——

V2/T cos w1t

l I channel 21(T) z$

- jﬂT -1 (- )2

22 42

SIS ]

V2/T sin w1t

@ channel T 12-(T) z
l——h—é - f 2 -1 (- ]2
0

L]




PSK or QAM

Phase modulation or Quadrature
amplitude modulation

s, (¢)= \/?cos(a)ot+¢i(t)) i=1,2,--,M

w, = cos(w,t) w, =sin(y)



Motivation for BPSK

cosacos B =.5cos(a+ fB)+.5cos(a — f)

cos @, cos( @, + Ag)

.

phase unknown



Motivation for BPSK

cosacos B =.5cos(a+ fB)+.5cos(a — f)
cos @, cos (@, + Ag) =.5cos(2m, + Ag) +.5cos(Ag)

impact of unknown phase



Motivation — with data

cosacos B =.5cos(a+ f3)+.5cos(a— f3)

d cos @, cos( @, + Ag) : Sdcos(Ag)

eliminate with filtering



Motivation — with data

cosacos B =.5cos(a+ f3)+.5cos(a— f3)

d cos @, cos( @, + Ag) :m Sdcos(Ag)

Sd cos(Ag)

data easily visible...
when the i hase error is zero



Motivation

cosacos B =.5cos(a+ fB)+.5cos(a — f)
cos @, cos (@, + Ag) =.5cos(2m, + Ag) +.5cos(Ag)

solutions for arbitrary phase (without a PLL) ?7??
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DPSK



DPSK

Reducing the cost of receiver by avoiding
phase tracking

Phase that's slowly changing
Compared to the bit rate

Information coded in the phase difference
from one symbol to another



Form of receiver

“self-reference
frequency/phase”
Delay
L ]
T | Reference
1#1 “.]' = \/;2_— COs Ll.f-'ut

instead of ...
r(t) = -—é—

r(t)

&




Phase difference

Data is phase ¢



Phase difference

Rappel: 2cosacosf =cos(a+ f)+cos(a—f)

51gn receive “self-ref re ce”
2C0S a)t+6’ Cos| w,t +

= cos|wyt + 0, +a)ot+(7’k 1J+cos ot +0,_, — oyt —6, |




Phase difference

Rappel: 2cosacosf =cos(a+ f)+cos(a—f)

2cos [a)ot +0, ] COS [a)ot + ‘9k_1]

= COS

= COS

oyt + 6, + ot +0,_ | +cos|at+ 6, — ot —6,]

2w, +(6,+6,,) | +cos(6,_,—6,)

double-frequency
terms are filtered



Phase difference

Recall: 2cosacosf=cos(a+ f)+cos(a—f)

2cos|ayt + 6, |cos|wyt + 6, ]
=cos| oyt + 0, + ot +6,_ |+cos|ait+6,_, —ayt—6,]
= COS :2a)0t +(6,+6,, )] +cos(6,,—6,)
=cos(6, ,—6,)

information .
logical 0: phase change

logical 1: no phase change



Phase difference

Phase that's slowly changing

Noncoherent Ccase Compared to the bit rate

2cos| oyt + 6, + plcos|myt + 6, , + @]

=cos|at+ 6, + p+ it + 6, +p|+cos|ot+ 6, +¢—ayt -6, — ]

- cos] 2ot T 29 +cos (0, ,~6)

=cos(6, ,—6,)



Supposons que nous avons un systéme a taux binaire de1 kb/s et nous exploitons
une modulation différentielle de la phase, avec le récepteur non cohérent suivant.

T,

pIL

r(1) délai
l
90°

Q— I,

A. (10 points) Pour envoyer l'information avec modulation DQPSK, quel est le
délai du récepteur?

B. (5 points) Supposons que le canal a une phase qui dérive lentement. La
phase reste constante pendant une période de ~2ms. Est-ce
que nous pouvons utiliser 16 DPSK pour envoyer I'information a
1 kb/s? Justifiez votre réponse.




Pre-coding

Information in the phase difference
m(k) symbol for interval kT,

c(k) pre-coded symbol for interval kT,
wo types of pre-coding

c(k) =c(k—1)€r)m(k)

c(k) =c(k—l)@m(k)



Transmission

Sample index, &

Information
message, m(k)

Differentially
encoded message
(first bit arbitrary), c(k)

Corresponding
phase shift, 0(k)

c(k) =c(k—1)€r)m(k)

1

T

10




Transmission

Sample index, & 011,213

Information
message, m(k)

Differentially
encoded message 1 @ 110

(first bit arbitrary), c(k)

Corresponding
phase shift, 6(k) T

c(k)zc(k—l)@m(k)zl 1262@

a
o

10




Transmission

Sample index, & 011,213
Information (1Y o
message, m(k)

Differentially

encoded message 1111110

(first bit arbitrary), c(k)

Corresponding
phase shift, 6(k) T

c(k)zc(k—l)@m(k)zl 1262@

a
A
o

10




Transmission

Sample index, & 011,213
Information 11 Vo
message, m(k)

Differentially

encoded message 11111

(first bit arbitrary), c(k)

Corresponding
phase shift, 6(k) T

c(k)=c(k-1)@m(k)=1®0=10)

a
A
O

10




Transmission

Sample index, & 011,213
Information i l1io
message, m(k)

Differentially

encoded message 1111110

(first bit arbitrary), c(k)

Corresponding
phase shift, 6(k) T

c(k)=c(k-1)@m(k)=001=10)

a
A
o

10




Form of receiver

r(t)

|

Delay

Detected message, m(k)

Reference

1

1

0

I

Decision
stage

- §;(1)

Coherent detector

1

0

1

1

0 0

1

phase unknown, noncoherent detection



Reception

Sample index, &

Information
message, m(k)

Differentially
encoded message
(first bit arbitrary), c(k)

Corresponding
phase shift, 0(k)

Detected message, m(k)

m (k)=cos|6, -6, ]

1

T

10




Reception

Sample index, & 0112
Information :
message, m(k)

Differentially

encoded message 11111
(first bit arbitrary), c(k)
Corresponding

phase shift, 6(k) Tin|m

|

Detected message, m(&) @1

m(k)=cos[6, —6,_,]=cos|[ 7 -

10




Reception

10

Sample index, & 0111213 51617
Information

message, m(k) 1 @ 0 0111
Differentially

encoded message 1111110 11111

(first bit arbitrary), c(&)

Corresponding

phase shift, 6(k) nlnValo wlnln
Detected message, m(k) 1 @U T 01T 1 u U 1




Reception

Sample index, & 01172134
Information 11 :
message, m(k)

Differentially

encoded message 1110111010
(first bit arbitrary), c(k)

Corresponding

phase shift, 0(k) n|n n)\0)0
Detected message, m(k}) 1 1 1




Reception

Sample index, & 0
Information

message, m(k)
Differentially

encoded message 1

(first bit arbitrary), c(k)

Corresponding
phase shift, 6(k) T

Detected message, m(k)

n

1

gz(k) =cos|6, -6, | =cos[0-0]=




Form of receiver

r(t) . stage

phase unknown J r Decision

Coherent detector

Delay
T | Reference

optimal receiver

__________________________________________________________________

Delay

1 1
1 1
1 1
1 1
g T wr A
! r (@) j " |Decision 5t
! : 0 stage !
: :
1 1
1 1
1 1
1 1
1 1
1 1

Y
n




Calculating P,

Gaussian noise is multiplied

rt)

&

Delay

Reference

Result is a non-Gaussian noise



DPSK

BER for noncoherent receiver
A little (~1dB) worse than BPSK/QPSK

_1 —E, /Ny ~
P, —Ee Q(x) or

BER for optimal receiver

et
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M-FSK noncoherent



MFSK coherent receiver

Reference
signals
s1(2)

T
21(T) = jo r(Bsy(0)dt

Form of receiver FQJFH .

rit)=s;() + n(f) —=9e
sp(t)

T
-
0

5

T
(T = jo r(Ospu(t)dt

Comparator
selects g;(¢)
with
max z;(T)

- 5;(¢)

\\\

phase known



MFSK - noncoherent

Squaring summation

Correlation

and decision

A

A

/x/ﬁcos w1t

phase unknown\

r{t)

z1(T2

22(72

(=)°

23(T)

I channel
N2/T sin w1t

€ channel
v2/T cos wot

I channel
v2/T sin wat

@ channel

[

z4(Tl

()2

'

(-)?

et

NN

W N

™

W N

+2z

2o

Decision
stage
H

2(T) 2 0
H2

L §;()




MFSK - noncoherent

ri(t) =s;(t) + n(t)

Bandpass filters centered

at f; with bandwidth We= 1/T

- z(T)
Filter Envelope| <1
f1 detector
- 22(T)
ol _ |Filter Envelope| <2
f2 detector
Filter Envelope| 2M(T)
e | oy I
M detector

Decision
stage

— 5, (2)




Envelope detector

Envelope ~ e, (1)

T f
x,,m “E §R eol(z) .
o — 4 o) l

(a) (b)




Envelope detector

21(T')

» Filter Envelope ChOiSil"
f1 detector
le plus
. 22(T)
ri(t) =sit) + n(t) - - FI};EI’ S %Z::L?g? ___,..2 grande

Sortie

s, envoye ‘/ + bruit
T
s, envoye  z, ‘/ + bruit




Noise in envelope detector

Filter _|Envelope 21(1)
f1 detector
R 2l , |Filter . |Envelope 22(T)
ri(t) =s;(t) + n(t) £ i
no sighal = Rayleigh noise
( 2
5 |5
1 20
(0<z, £0)

p(z]s,) =457




Noise in envelope detector

Filter _|Envelope 21(1)
f1 detector
R 2l , |Filter . |Envelope 22(T)
ri(t) =s;i(t) + n(t) £ i
no sighal = Rayleigh noise
( 2
e
2 20
—=¢ 0<z, £
p(z,]s) =152 (052, <)

0 (z, <0)

.



Noise in envelope det ctor

ri(t) = s;i(t) + n(t)

127z

I, (x) = e *?de

with signal = Rician noise

p(zl‘51):<

2|
1,

: z1(T)
Filter _|Envelope| **
f1 detector
Filter Envelope 22(T)
- - - IS—
f2 detector
_le—I—,uzj
2 z
2o J(hj 0<z <o 2E,
0 2 1 —
o H

T
0 z, <0



Rician PDF

Raylei
pdf

0.7

pdf de Rice

0s]
04|
03]

0.2

0.1}

K=6dB

SHIRS



Conditional densities

Pr(z,

Pr(z,

Pr(z,

Pr(z,

s;) Rician with «= 2?’
s,) Rayleigh
s;) Rayleigh

s,) Rician with 4 - 2?




| —

1
Pr(z1 < ZZ‘SI)-I—EPI'(Zl > 22‘52)

A O
I

r(z,>z,]s,)

p(zz‘SZ)Pr(z1 > Zz‘sz,zz)a’z2

o0

_[ P (Z1 ‘ S )dZI dz,

)

i
—~
Ny
D
%)
\S)
S~

|
Oty 8§ O 8 N




BER (2)

o0

F, :jp(zz‘sz) Ip(zl‘sz)dzl
0 -, |

= _[Rice I Rayleigh dz, |dz,
0 Zy

1247 h()]




Noncoherent FSK

BER for noncoherent receiver
A little (~1dB) worse than coherent MFSK

]
noncoherent P =5e_Eb/2N0

coherent P = Q[ \/E ]
N,



Coherent vs.

noncoherent

BPSK coherent

0((2E,/N,) ]

DPSK noncoheren

-3
10 ¢

P = 5o Es/No 1045
BFSK coherent
O(JE,/N,)

BFSK noncoherent .

P:.Se—Eb/ZNO /

e 107

—¥— BPSK coherent

—e— FSK coherent

—»— DPSK non-coherent |
—— FSK non-coherent E

]

Lds
14

16
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Bit error probability
VS.
Symbol error probability



Digital -
Communications

Topics covered, Part 1

Gray code (Sec. 4.9.4)



P, vs. P

Symbol error probability is what we have
discussed so far (~.)

For bit error probability we have to
consider how bits errors occur ...



Orthogonal modulation

Equidistant symbols
P_ = probability of symbol error

P =Pr(s, received in error)

SO):(M—I)p(S1 ‘SO)

M -1

= . p(Si




Symbol vs. bit error

M symbols with [bl---bk---blogzM}

Focus on . bit
One of the M symbols is the correct symbol
M-1 symbols are incorrect

How many of the M-1 incorrect symbols
have the same b, as the correct symbol?

M/2 -1



M M
F, :(7_1JP(S1 ‘%)‘sz(Sl‘So?

no error £ bit ™" bit in error

4




Orthogonal modulation

M_ P
M-1 "2

%)

M P P
})b: S —
2



Non-orthogonal modulation

Symbols not necessarily equidistant from each
other

Error probability dominated by the nearest
symbols

Ensure that the closest symbols do not induce
significant bit changes... Gray Code



Grey Code

Motivation

count in binary

a10 001

Transmitted
symbol

111

101 110




Grey Code

Motivation

count in binary

Transmitted
symbol

a10

101

000 010

only one bit
changes

Gray code

001 011 l aa1

000

11 110

110 m

101

100

averting a disaster



Grey Code

ap
10 00
& 1 ®
| |
-1 1 an'
® -1 o
11 01

0000 0100 1100 1000
O O O O
0001 0101 1101 1001
O O O O
0011 0111 1111 1011
O & O O
0010 0110 1110 1010
O O O O




Grey Coding

P = £ P <<
log, M
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Minimum spacing for
M-FSK
Section4.5.4



Topics covered, part 2

Minimum spacing for M-FSK (Sec. 4.5.4)

Digital -
[:ommumcaunns




Orthogonality

Assumption for MFSK
w, =cos(mt)

(Wi, )=0 %]

Error probability analysis
noise alone in the branch without signal, i.e.,

<cos(a)l.t),cos(a)jt)> =0

How to insure orthogonality? What choice of o, o,



Noncoherent BFSK detection

J.Tcos(Zirft+6’)cos(27zft)dt
0 1 2
= COS HJ.OT cos(2z fit)cos (27 fot ) dt —sin HIOT sin (27 ft) cos (27 f,t ) dt

:cosﬁjoT[cosbrt(f1 —f2)+00327n‘(fl +f2)]dt
~sing[ [sin2zt(f,~ f,)+sin2ze(f, + ,) ]t



Noncoherent BFSK detection

= cosﬁj(j[cosbzt(f1 — fy)+cos2xt(f, + ;) |dt

~sing[ [sin2zt(f, - f,)+sin2ze(f; + f,) ]t

_sin27zt(f1 —f2)+sin27zt(f1 +f2)_T
I 27(fi— 1) 27(f,+ 1) 1

_cos27ﬂ(f1 _f2)+coszm(f1 +f2)'

I 27z'(f1—f2) 277(f1+f2) 1o
sin227(f,—f,) sin2zT(f,+f,)

=cos & +

27(fi = 1>) 27(fi+12)

cos 27T ( f; —fz)—1+00827zT(f1 +f)-1
27(fi = 1) 27(fi + 1)

=cos &

+sin @

+sin @




Noncoherent BFSK detection
sin227(f,— f,) sin2zT(f+f,)

= cos @ +

27 (/i = 12) 27 (/i + 12)

 cos2xT( f; —fz)—1+cos27zT(_fl +£)-1
27(f, = 12) 27(fi+12)
1

L+ > = — 0

27z(f1+f2)

=COS(9|:Sin2ﬂ-T(fl _fz)}rsin‘9|:00s27rT(f1 —fz)_l}
(=) 22(f~£.)

+sin @

for

thganﬁlltg
cosé’sin27zT(f1 —f2)+sin6’[008277T(f1 _f2)_1] 0 Vo

27 (i = 15)




Noncoherent BFSK detection

cosé?sin27rT(f1 —f2)+sin6’|:008277T(f1 _fZ)_l] -0 VO

22(fi - 1)
cos = 1
sin=0

!

2ot f] 20 :,



Coherent BFSK detection

cos @sin 27T ( f; — f;)+sin 0| cos 22T (f; - f,)—1] 0 vO=0
272 (£, 1) i

sin 2727 (f; - f,)
27(fi = 15)

et 3

=0




BFSK Detection

minimal separation
noncoherent
. noncoherent
_ — —+ () 1
=1 o f—f = =
coherent
coherent

n —_ — -
fh-fi=am om0 h=1 =75



rectangular pulse in time

Noncoherent FSK




rectangular pulse in time

Coherent FSK




Coherent MFSK

rectangular pulse in time

(M+3)/2T—~
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Spectral efficiency
Sections 9.7, 9.7.1-9.7.6
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Topics covered, part 2

Spectral efficiency (Sec. 9.7, 9.7.1-9.7.6)



BW Efficiency

1.=T, log,M

A

Definition 77=£ 11
w T, W

« used to compare modulations
» assumes that the signal occupies the
smallest possible BW



Most bandwidth efficient
Nyquist pulse

v(£)=Sinc(¢/T)




Coherent MFSK

ideal Nyquist pulse

(M+1)/2T—~ -

1T | e




BW efficiency

I, =T, log,M

Definition 7=

kR_11
woOTW

Coherent MFSK

Each symbol sent on an independent
frequency range

— W=(M+1)/2T. e 1
il S Ry NAY)S o
TTvirsk V1




Noncoherent MFSK

M/T—

(ideal Nyquist pulse)

1/T—>

-

—1/T

fi

/>

Ju



BW efficiency

Definition 7= R_

11 T.=T, log,M
w T, W

A

MFSK noncoherent

Each symbol sent on independent frequency
ranges

= W=M/T

log, M
Nirsk = ]\24 b/s/Hz




BW efficiency - MFSK

BFSK 1 1 I =




1
\
T

A)

1
I

1

I
A\
I

- MFSK
1
L,
]
I

1

I
\
I

1

I
1
I

iciency
1
i
1
'ks\'
AVA
T T

BW eff
BFSK
QFSK

W
8FSK

A)



BW efficiency - MFSK

S
BFSK 1 1 I;= 1, log,M
T, T,
1 1 | 1 k W=M/T,
QFSK 7 VoV VT
i s s s s e = 10%\24 M sz
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Spectral Efficiency of MPSK
Sections 9.7, 9.7.1-9.7.6
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Spectral efficiency (Sec. 9.7, 9.7.1-9.7.6)



BPSK

R,=1/T
BWype= 1T

(a}



same bit rate

QPSK

R,=1/2T
BW,= 12T
R,=12T
BW,=1/2T
BW ypse= 1/21




QPSK vs. BPSK

Bandwidth

BPSK: BW = 1/T (ideal pulse)

QPSK: BW = 1/2T (ideal pulse) I

.. P, of BPSK
Very similar performance /

Pe(QPSK)=2Q£ 2Ebj_Qz[ 2Ebjz2Q( 2Eb]

NO NO NO




BW efficiency

Definition 7 = R,

BPSK BW
BW = 1/T, (ideal pulse)
= n=1Db/s/Hz

QPSK

BW = 1/2T, (ideal pulse)
= n=2Db/s/Hz



MPSK - Bandwidth

Always cos & sin branches
same bandwidth covered in each branch

time of a symbol = log,M x T,
Bandwidth efficiency

BW = 1/T.=1/T, log,M  (ideal pulse)

= n = log,M b/s/Hz



BW efficiency - MPSK

11000101 /\ og,M
U™ gpsk

Q Q’\’(




BW efficiency - MPSK

11000101 /\
S I e [ i
BPSK W




BW efficiency - MPSK

11000101

111QQQ1O1
|

|

= 8PSK
Qs 51—

e, > 8




MPSK - P, et 77

Efficiency
= 10g2M b/S/HZ

Error probability

. T
Minimal distance D, =2V E, sin——

Neighbors at the minimal distance K=M

Pe(M)z2Q( siniw/lo@
M
Loss compared to
QPSK

KPS K



MPSK : M=8,16

Pour M =8 n =3 b/s/Hz
loss compared to QPSK

2
10log,, (sm . Jlog, 8) =20log,,[.66]=3.58dB

Pour M =16 n=4 b/s/Hz
loss compared to QPSK

2
lOlogm( n-— 10g216j =20log,,[.39]=8.18dB



MPSK

11000101

e EE
BPSK /7 \
Q W

11000101
=

| -
- 57 Z 3 3£ QPSK
Q1 ZWX

| _I]_'Iil(MLL01

00101
= x|
Q=T t— W

8

fixed bit rate




MPSK

, 11000101 11000101
/1 e e o
BPSK f > BPSK
Q W Q
1 bit
uwmm 00 11 10 10 00 11 00 00
/i

| 1
e 4 r oz QPSK
Q1 ZWX

11000101
gy — { E |

% 8PSK /\ 8PSK
) FE R W W Q UL

8

3 blts
fixed bit rate fixed bandwidth
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Contrast: FSK/QAM/PSK
Sections 9.7, 9.7.1-9.7.6
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)
Spectral efficiency (Sec. 9.7, 9.7.1-9.7.6)



Symbol error probability, Pg(M)

MPSK vs. MFSK
MFSK

: ol A N

| . BW increasing,

1 bit rate increasing
S

i = 1072 |- ke ]
> - 2
= 3

) é /4

- E ‘= >

— 5 nas °

' 5 T 4

4 e 1031 ““ /3 _
g7} \I||‘=

- - 2 T k=e— \\““’ 19

; - " T .

[ BW constant, _ Bt |
o« bitrateincreasing ol |
10_5P | | \ \ \ | \ L \El i -1.6dB

-5 0 5 10 15 20 25 30 05 | {

Ep/Ny (dB) ~10 -5 0 5 10 15 20
Ep/Ng (dB)



fixed bit rate let BW change

MFSK vs. MP?I( fixP,
# N

MPSK
Mmlmum MPSK FSK
R R, Bandwidth MPSK  Ey/N, (dB)/Min Bandwidth MFSK E,/Ny(dB)
Mk (bit/s) (symb/s) (Hz) R/W Pp=107 (Hz) R'W Pp=107
ATy | 9600 9600 9600 1 9.6 19,200 1/2 13.4
4 2 9600 4800 4800 2 9.6 19,200 1/2 10.6
k"3 9600 3200 3200 3 13.0 25,600 3/8 9.1
16 4 9600 2400 2400 4 17.5 38.400 1/4 8.1
i 5 9600 1920 1920 5 22.4 61,440 5/32 7.4




MFSK vs. MPSK

MPSK Noncoherent
Minimum MPSK Orthog MFSK MFSK
R R, Bandwidth PSK\ E,/N,(dB) Min Bandwidth FSK\ E,/N,(dB)
Mk (bit/s) (symb/s) (Hz) R/W Py=107 (Hz) R/W Py=107
ol 9600 9600 9600 1 9.6 19,200 1/2 13.4
4 2 9600 4800 4800 2 9.6 19,200 12 10.6
8 3 9600 3200 3200 3 13.0 25,600 3/8 9.1
16 4 9600 2400 2400 4 17.5 38,400 1/4 8.1
R 5 9600 1920 1920 ‘s 1 224 61,440 5/32 [ 7.4
\ ] \__/
| log? M
Mvrsk = 108, M b/s/Hz sk b/s/Hz




MFSK vs. MPSK

N\ /N\
MPSK Noncoherent
Minimum PS Orthog MFSK FS
R R, Bandwidth MPSK EJ/N,(dB) Min Bandwidth MFSK E[/N, (dB)
Mk (bit/s) (symb/s) (Hz) R/W =107 (Hz) R/W Pa=10"
- &bl 9600 9600 9600 1 9.6 19,200 1/2 13.4
4 2 9600 4800 4800 2 9.6 19,200 1/2 10.6
B3 9600 3200 3200 3 13.0 25,600 3/8 9.1
6 4 9600 2400 2400 4 17.5 38,400 1/4 8.1
N 5 9600 1920 1920 5 22.4 / 61,440 5/32 7.4
\_/ A A
\V4
2F log, M T 1
2 : _E. /2
P, (MPSK)~20 b sin— P (MFSK, ) =—e /"
€ e non-coh

N, M 2



MPSK vs. MFSK

Power limited system
System with little available power (£,/N,)
Solution: MFSK

BW limited system

System with little available bandwidth
Solution: MPSK



Relative performance

spectral efficiency power efficiency

Thvrsk = log, 1 b/s/Hz P, (MFSKnon-coh) - %eE”/MO
E ..,
Mupsk = 10g, M b/s/Hz P (MPSK) ~ 20 FZSln Hlog2 M
0

E, 3log, Mj

2K
—log, M b/s/Hz P,(MQAM) = —Q(\/
Thioam g M N, M -1



MPSK vs. MQAM

Modulation Power efficiency | Spectral
(loss asympt.) | efficiency
BPSK 0 dB 1 b/s/Hz
QPSK 0 dB 2 b/s/Hz
8PSK 3.6 dB 3 b/s/Hz
16PSK 8.2 dB 4 b/s/Hz
16QAM 4 dB 4 b/s/Hz
64QAM 8.4 dB 6 b/s/Hz




- 0.2

8PSK

16PSK \_

107, BN
\\? 64QAM
1072 K A
A\ N\ |
A\ \ |
1073 \: \ 1GQAM\4 J
N A
\\ Wl
10~4 ’ \ \ /\_\ A — 1
| \
s \ \
10 \ \ \
Vo ‘
10- R A l \.\ 1




E_/N, (dB)



Dedicated links

TABLE 7.1 Modem Milestones

Speed Bandwidth R/IW
Year Model (bits/s) (Hz) Modulation (bits/s/Hz)
1962 Bell 201 2,400 1200 4-PSK 2
1967 Milgo 4400/48 4,800 1600 8-PSK 3
1971 Codex 9600C 9,600 2400 16-QAM 4
1980 Paradyne MP14400 14,400 2400 64-QAM 6
1981 Codex SP14.4 14,400 2400 64-QAM 6
1984 Codex 2660 14,400 2400 Trellis-coded 6
QAM
1985 Codex 2680 19,200 2400 Trellis-coded 8

QAM




Phone links

TABLE 9.5 Evolution of Dial-Line Telephone Modem Standards

Maximum Signaling Signaling
Bit Ratc Rate Modulation Efficiency
Year Name (bits/s) (symbols/s) Technique (bits/symbol)
1984 V.32 9600 2400 2-D Trellis Coded 4
32-QAM
1991 V.32bis 14,400 2400 2-D Trellis Coded 6
128-QAM
1994 V.34 28,800 2400, 2743, 2800, 4-D Trellis Coded = 9
3000, 3200, 3429 960-OAM
1996 V.34 33.600 2400, 2743, 2800, 4-D Trellis Coded = 10
3000, 3200, 3429 1664-QAM
1998 4.90 downstream: 56,000 8000 PCM* (M-PAM) 7
| upstream: 33,600 asin V.34 as in V.34 = 10)
2000 V.92 downstream: 56,000 8000 PCM* (M-PAM) 7
upstream: 48,000 8000 Trellis Coded PCM* 6




Pour une ligne de téléphone nous utilisons 16QAM NON-rectangulaire avec une

porteuse a 1700 Hz, un taux de transmission de symbole de R=2400 Hz, pour un
taux binaire de 9600 b/s. (C’est une version simplifiée de v.29 modem.) Les

cooraonneces de 1a consticliation dans 1 €space J SOn T, TS5, T , T
(£3,0) (0, £5) (£5,0)

5@
() 30 ()
1+ @
@ o : @ o
-5 - -1 1 3 5
o-1+ ©
o 30 ]
50

Trouvez
a. La probabilité d’erreur
b. La bande de fréquence utilisée pour un filtrage 1déal de Nyquist

c. La bande de frequence utilis€e pour filtrage RC, r=.3 (largeur de bande en




SNR vs. E,/N,



Digital -
Communications

Topics covered, part 2

SNR vs. Eb/NO (Sec. 3.14, 3.15)



pP. 117, 226

SNR vs. £,/ N, Sklar
SNR
average signal power divided by average
noise power
S/N

SNR standardized by bit
E,/N,



E, vs. §

Average energy per bit =

average signal power
X
time for a bit

E,=ST, S=E,/T,



N,yvs. N

noise power density =

average noise power

divided by
bandwidth

N,=N/BW  N=N,-BW






SNR vs. £, /N, for MQAM/MPSK

Y3}

E,
SNR=—"-n=—Llog, M M =2"
N, TN,
S SNR|;, —log, M|,
Nolas

= SNR‘db —10log,, k‘db



Example 1

Phone line with 35dB of SNR

SER for 256 QAM?




Example 1

Phone line with 35dB of SNR
bits

' R, =R x8
256QAM = bit rate b s symbole



Example 1

Phone line with 35dB of SNR

bits
256QAM = bit rate R, =R x3
symbole
SR = Lo B _ By SR,
N, W N, W

ideal Nyquist pulse, W=R,



Example 1

Phone line with 35dB of SNR

bits
256QAM = bit rate R, =R x3
symbole
SR = Lo B _ By SR,
N, W N, W

ideal Nyquist pulse, W=R,

E, SNR E
s VR B 35 1010g, 8=35-9=26dB
N, 8 N,




26 dB - 13.3 dB=12.7 dB
Comparison

Cost of enlarging the constellation

6
SRS
256QAM dmin(L:16): /6X4 — /_24 — /—12 J2

255 255 255

12
loss ~10]loe. ——
OS5 @

loss in dB compared to QPSK




loss compared to QPSK

2
b
<

O

10

10

10

10

10

10

10

probabilité d'erreur

10

—
-

[
I:ll

o

g f

& |

7 |

o

—_
=

A fe

a |
4 F

s f

QPSK cohérent 5 12.7 dB
EoE o % % 2 :F & o ¢

........................................................................................

...........................................................................................

.......................................................................................

3 3 i 2 -13 14 15 1B




Example 1

Direct calculation

Pe(MQAM)z%KQU £, 3log, M j

N, M-1

3log, M E, ]

Square QAM £, =2(1—ﬁj 0 [\/(M_l) N,



Direct calculation

probabilite d'erreur

QPSK cohérent vs. 256 QAM

= F T 1= & =T & T =T T= T 1
..........................................................

P T T S P

........................................................................................................

O

L

[
-
Ee .
= 3
Ee [

oo -
[T

- DR LT EE VaE 2 pau ow
101112131415 16 17 1819 20 21 22 23 24 25 26 27
E, N,




Example 2

Phone line with BW of 2400 Hz

Bit rate for 256QAM?



Example 2

Phone line with BW of 2400 Hz

Maximum R_(symbol rate) R =2400 symboles
(ideal pulse) sec
256QAM = bit rate R — R 8 bits
> " symbole

=19.2 kb/s



Channel capacity

Sections 9.4, 9.4.1, 9.5, 9.7,
9.7.1-9.7.6
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Channel capacity (Sec. 9.4, 9.4.1)



Complexity ...

Three important criteria
BER vs. E,/N,
Spectral efficiency 7 =§
Cost/complexity

New approach to come

error corrector codes
is there a limit ...



Shannon's Law

The channel capacity for signal-to-noise
SNR and bandwidth W

C =Wlog,(1+ SNR)

Ability to send C b/s with a P, as small as
you want...



C/W (bits/s/Hz)

50

o8
16 1
Unattainable \
region
8 .
C=Wlog,(1+SNR) 4 |
Practical
systems
2 [
| 1 i | | | |
-10 10 20 30 40
SNR (dB)
— 1/2
\ZT 1/4 -

1/8




W/C (Hz/bits/s)
16 -

o
AN
4 -

7 Practical
systems

1 | | | |
10 20 30 40 50

SNR (dB)

112

1/4

Unattainable
region
1/8 -




C =Wlog,(1+ SNR)

W/ = SNR\

C/W (bits/s/Hz)

50

16 - )’d)
Unattainable \
region
8 .
4 BE
Practical
systems
2 [
| 1 1 | | | |
-10 10 20 30 40
SNR (dB)
— 1/2
S oal-

1/8




border (transmissions are at maximum speed)

Alternative form

C

S C

:10g2(1+ > j :log2(1+
Wlc=r WNy )| c-r CN, W

J

C=R



border (transmissions are at maximum speed)

Alternative form

C

S C

S
=log, (1 + j =log, (1 +
C=R WNy )| c-r CN, W

S C
=log,| 1+
RN, W

=log, 1+S];’ ¢ =log, 1+ﬂg
N, W N, W

/4

J

C=R



Alternative form

— :10g2 1+ :10g2 1+
WC:R WNO C=R CNO W C=R
=log, | 1+ > ¢
RN, W
ZIng(l-I-S]; Cjzlogz(“'ﬂg]
N, W Ny, W
L, _ W(ZC/W—I) £_>() — ﬂ—)—1.6 dB
N, C 4 Ny



WI/C (Hz/bits/s)

A T N, C
symptote |
log.2=-1.59db ! 0
\\E L 8
o!
THre
:: Practical
I systems
2
| i L | | | ! ! !
-6 6 12 18 24 30 36
Ey/Ny (dB)
1/2
1/4
1/8
Unattainable
region
1716 |-




l R/W (bit/s/Hz) '

P
16 - Capacity boundary A\
forwhichR=C
Region for
whichR>C
8
a4l
Shannon
limit 2
L1 R e
6 12 18 24 30 36
E 12 -
()] 1/4 |-




GEL7114

Spectral efficiency plane
Section 9.5
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Spectral efficiency plane (Sec. 9.6)



Spectral efficiency plane

Visualization of spectral efficiency
Visualization of the Shannon limit
SER visualization

16




l R/W (bit/s/Hz) '

P
16 - Capacity boundary A\
forwhichR=C
Region for
whichR>C
8
a4l
Shannon
limit 2
L1 R e
6 12 18 24 30 36
E 12 -
()] 1/4 |-




Orthogon
al
M-ary

7~ X\

E, log, M

"

(M

F.(M)

Ep/Ny (dB)

m 4
(Mg ‘Ayiqeqoad Jous 11g



R/W (bit/s/Hz)

Ey/Ng (dB)

P
16 - Capacity boundary “
forwhichR=C
Region for
whichR>C
8
a4l
Shannon
limit =
I L. Sy o=
220 10 6 12 18 24 36
Note: scale |
change
; M=4
! 112 - L |
' M=2
( M=8
3 -
A g
Qi wr ®
| = Noncoherent orthogonal MFSK, Pg = 10-5
Power-
limited

region

Bit error probability, Pu(M)

Ey/Ny (dB}

20



L1+ 1 1

MPSK

|y
: ?
o o
— —

(A4 ‘Anjigeqoad 1odis [OqUIAG

)i
<
—

Ey/Ny (dB)



RIW (bit/s/Hz)

16

Region for
whichR >C

M=64
o Bandwidth-
16 limited

4} . region 1
10!

Shannon 5

limit ;
£ 102
M =2
320 6 12 18 24 30 36 i

Note: scale
change
-‘H: 4- F - EyINg (dB)
M=2
M=8
L ]

M=16 e Coherent MPSK, Pg= 10"
L ]

= Noncoherent orthogonal MFSK, Pg = 10-%




b el — E, /Ny (dB)
6 12 18 24 30 36 il

M=4

%

M=8
.

M=16 e Coherent MPSI(.-
] = Noncoherent orthogonal MFSK, -
| conrrs oo




#T Wil e -JI

‘.'. -4

el ey

N

e Coherent MPSK, Pg = 10-5
= Noncoherent orthogonal MFSK, Pg = 10-5
a Coherent QAM, Pg = 10-5




ROV (bitisiHz)

~ Regionfor
- whichR>C
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2017 midterm exam

Problem 2
Consider the graph of the “Spectral efficiency plane”. Find the

coordinates of 16 QAM (square) and 8FSK (consistent) for an error
probability of 10-.



2011 midterm exam

Problem 2
Consider the graph of the “Spectral efficiency plane”.

I have developed a new LAR modulation system which is as spectrally
efficient as MPSK. The penalty of S8LAR against QPSK is 5 dB, and the
penalty of 16LAR against QPSK is 8 dB.

Find the coordinates of 8LAR and 16LAR for the “spectral efficiency
plane” graph.



2014 midterm exam

Consider the graph of the "Spectral Efficiency Plane".

Find the coordinates of 3PAM, 4PAM and 8PAM for a probability of error
of 107



